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a.  46 CFR 170 Subpart F; Determination of Lightweight Displacement and
Centers of Gravity.

b.  ASTM Standard Guide F-1321-90, "Standard for Conducting a Stability Test to
Determine the Light Ship Displacement and Centers of Gravity of a Vessel."

c.  Navigation and Vessel Inspection Circular (NVIC) No. 17-91, Guidelines for
Conducting Stability Tests

d.  Marine Safety Manual (MSM) Vol. IV, Chapter 6

e.  Marine Safety Center Technical Note (MTN) No. 04-95, Light Ship Change
Determination

These guidelines were developed by the Marine Safety Center staff as an aid in
the preparation and review of vessel plans and submissions.  They were
developed to supplement existing guidance.  They are not intended to
substitute or replace laws, regulations, or other official Coast Guard policy
guidance.  The responsibility to demonstrate compliance with all applicable
laws and regulations still rests with the plan submitter.  The Coast Guard and
the U. S. Department of Transportation expressly disclaim liability resulting
from the use of this document.

If you have any questions or comments concerning this document, please contact
the Marine Safety Center by e-mail or phone.  Please refer to the Procedure
Number:  T1-4

E-mail:  customerservicemsc@msc.uscg.mil
Phone:  202-366-6480.

q  If the vessel is new and not a sister vessel, has the Application for Inspection
been submitted?  In general, no plan review will occur until receipt of a copy
of the Application.
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q  Is it clearly stated what is desired from the MSC?  Are all plans requiring Coast
Guard review and/or approval submitted in triplicate?  Are there any special
or unusual requests involved?

q  Is the vessel being reviewed under NVIC 3-97?  If yes, then MSC review of
stability items is not required.

q  Check that the following items are submitted:
1. Lines plan or model on model on computer disc
2. Hydrostatics or Curves of Form
3. Approved stability test procedure
4. Freeboard readings
5. Specific gravity of water at time of inclining
6. Pendulum deflection readings
7. Waterline plot
8. Tangent-moment plot
9. List of weights to add (light ship items not on board at time of
     inclining)
9.  List of weights to deduct (non-light ship items
     on board at time of inclining)
10. List of weights to relocate (light ship items on board at time of
      inclining to be later relocated)
11. Calculation of light ship values from stability test data
12. Coast Guard witness field notes (to verify items 3-12)

q  Review calculation of light ship values from as-surveyed values.

q  Evaluate plotting of data points.  Deviations from a straight line are
indications that other moments were acting on the vessel during the inclining.

q  Verify incline angles obtained during the test.  The minimum inclination is 1
degree and the maximum is 4 degrees.  Angles exceeding 4 degrees could
result in movement of the metacenter.

q  Verify that a minimum of 3 pendulums are used, to allow identification of bad
readings at any one pendulum station.



U.S. Coast Guard Marine Safety Center
3

MSC Guidelines for Review of Stability Test
Results
Procedure Number:  T1-4 Revision Date: 12/02/99

q  Verify that pendulum deflections are at least 6 inches.  A minimum of 6 inches
of deflection is required to ensure accuracy.  Generally, this will require
pendulum lengths of at least 10 feet.

q  If a deadweight survey is conducted, compare the results of the deadweight
survey to the light ship values calculated from the detailed weight estimate.  As
stated in paragraph 6.D.4 of reference (d) and in reference (e), if the
deadweight survey proves the calculations to be inaccurate, a complete
inclining may be necessary.

q  Verify liquid cargo present during test.  Specifically check for slack tanks not
allowed by 46 CFR 170.185

q  Review calculation of as-surveyed displacement and LCG from submitted
drafts (freeboards) and specific gravity of water.

q  Review calculation of as-surveyed VCG and GM from tangent-moment plot.

q  Verify trim of vessel during test.  Generally, trim should be restricted to less
than 1% of LBP to ensure accuracy and agreement between hydrostatic data.

q  Review the approved stability test procedure required by 46 CFR 170.085.
Was the test carried out in accordance with the procedure, 46 CFR 170.190,
and reference (b)?  Any significant deviations from the approved procedure
should be explained and/or reasonably accounted for.

q  If not previously done, generate hull model and verify hydrostatics.

q  Review certificates of weight certification and accuracy of weight values and
locations used in the weight-moment calculations.

q  Verify the aggregate weight to correct inclined displacement to light ship
displacement is less than 2% of the vessel's anticipated lightship displacement.
Exceeding the 2% limit is an indication that the vessel was not adequately
prepared for the test.
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q  Check for any free surface corrections used in the calculation of GM.
Generally, free surface corrections will be ignored for slack tanks present
during an inclining.

q  Verify cargo, crew and stores present during test.  Specifically, check that
stores or trash that should have been removed were removed.


